
• 3-Lane
• 5-Lane

5-Lane

Improve Capacity/Mobility
At Major Intersection: 

500 South & UPRR Crossing

• 5-Lane with UPRR At-Grade Crossing
• 5-Lane with UPRR Grade Separation
• 5-Lane with UPRR Grade Separation & 800 West 

Realignment
• 5-Lane with UPRR At-Grade & 800 West Bypass

Grade Separation
• 5-Lane with UPRR At-Grade & 800 West Bypass 

At-Grade

5-Lane with UPRR At-Grade Crossing

• Symmetrical
• Shift West/North
• Shift East/South
• Meander

Meander

• Access Management
• Shoulder Treatments 

• 7.5-foot Park Strip & 7-foot Shoulder
• 4.5-foot Park Strip & 12-foot 

Shoulder

• Comply with UDOT/City Access Management 
Plan & work with Citizen’s CSC

Build Alternative

• 5-Lane
• 5-Lane with UPRR At-Grade Crossing
• 110-foot ROW (94-foot Option    

between 800 and 700 West)
• Meander Alignment
• Access Management
• Context Sensitive Committee (CSC)

110-foot
(Option: 94-foot Between 800 & 700 West)

Improve Capacity/Mobility

5-Lane ROW Typical 
Section Width

Horizontal Alignment
(5-Lane, 110-Foot)

Serve as an Asset to West 
Bountiful & Woods Cross

• 83-foot
• 89-foot
• 94-foot
• 100-foot

• 101.5-foot
• 106-foot
• 110-foot

Figure 2-2:  Build Alternative 
Development and Screening

Project Purpose/Option Type

Specific Option Considered To 
Meet Purpose and Need

Preferred Option

Legend

Preferred Alternative

Build Alternative with 94-foot
Option between 800 and 700 West


